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CONNECTION EVALUATION
Laboratory Test Data

Keystone Unit: Compac II
Manufacturer: Tensar Normal Load Peak Connection 3/4" Connection
Geogrid Type: UX1100MSE (plf) (plf) (plf)
Laboratory: BCGT ONT 10/10/2003 357 1039 606

701 1245 838
Peak Connection Equation Fit 1038 1390 849q

English Metric 1045 1452 976
Intercept (plf) 846 12.35 1052 1369 567
Slope1 29.0 29.0 1733 1527 1269
Break - Normal 1001 14.61 2290 1727 1590
Slope2 10.9 10.9 2841 1754 1708
Maximum (plf) 1755 25.62

3/4" Serviceability Equation Fit

Intercept (plf) 383 5.59
Slope1 25.0 25.0
Break - Normal 2841 41.46
Slope2 0.0 0.0
Maximum (plf) 1708 24.92
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CONNECTION EVALUATION
Laboratory Test Data

Keystone Unit: Compac II
Manufacturer: Tensar Normal Load Peak Connection 3/4" Connection
Geogrid Type: UX1400MSE (plf) (plf) (plf)
Laboratory: BCGT ONT 10/10/2003 584 1397 824

1169 1837 991
Peak Connection Equation Fit 1712 1871 821q

English Metric 1719 2078 1152
Intercept (plf) 1178 17.19 1726 1940 1139
Slope1 25.1 25.1 2297 2229 1269
Break - Normal 1878 27.41 2841 2085 1099
Slope2 5.3 5.3 3391 2195 1320
Maximum (plf) 2198 32.08

3/4" Serviceability Equation Fit

Intercept (plf) 775 11.31
Slope1 8.9 8.9
Break - Normal 3391 49.49
Slope2 0.0 0.0
Maximum (plf) 1306 19.06
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CONNECTION EVALUATION
Laboratory Test Data

Keystone Unit: Compac II
Manufacturer: Tensar Normal Load Peak Connection 3/4" Connection
Geogrid Type: UX1500MSE (plf) (plf) (plf)
Laboratory: BCGT ONT 10/10/2003 577 1686 864

1176 2277 1230
Peak Connection Equation Fit 1719 2745 1606q

English Metric 1740 2876 1527
Intercept (plf) 1197 17.47 1740 2539 1550
Slope1 41.4 41.4 2304 3330 1421
Break - Normal 1828 26.68 3398 3275 1297
Slope2 19.6 19.6 4540 3763 2025
Maximum (plf) 3774 55.08

3/4" Serviceability Equation Fit

Intercept (plf) 482 7.03
Slope1 33.0 33.0
Break - Normal 1498 21.86
Slope2 6.2 6.2
Maximum (plf) 1785 26.06
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CONNECTION EVALUATION
Laboratory Test Data

Keystone Unit: Compac II
Manufacturer: Tensar Normal Load Peak Connection 3/4" Connection
Geogrid Type: UX1600MSE (plf) (plf) (plf)
Laboratory: BCGT ONT 10/10/2003 591 1858 1377

1176 2869 1667
Peak Connection Equation Fit 1719 3309 1747q

English Metric 1726 3289 1882
Intercept (plf) 1092 15.94 1733 3240 1726
Slope1 53.1 53.1 2304 4321 2231
Break - Normal 2462 35.93 3384 4479 2903
Slope2 0.0 0.0 4533 4314 4220
Maximum (plf) 4371 63.79

3/4" Serviceability Equation Fit

Intercept (plf) 675 9.85
Slope1 35.7 35.7
Break - Normal 4533 66.16
Slope2 0.0 0.0
Maximum (plf) 3932 57.39
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