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CONNECTION EVALUATION
Laboratory Test Data

Keystone Unit: Compac III
Manufacturer: Tensar Normal Load Peak Connection 3/4" Connection
Geogrid Type: UX1400MSE (plf) (plf) (plf)
Laboratory: BCGT 1/6/2012 337 874 326

674 1321 528
Peak Connection Equation Fit 1004 1582 694q

English Metric 1011 1617 640
Intercept (plf) 427 6.23 1011 1527 700
Slope1 53.0 53.0 1342 1637 805
Break - Normal 700 10.22 1686 1658 751
Slope2 24.5 24.5 2243 2174 934
Maximum (plf) 2059 30.05

3/4" Serviceability Equation Fit

Intercept (plf) 124 1.81
Slope1 30.9 30.9
Break - Normal 700 10.22
Slope2 14.0 14.0
Maximum (plf) 928 13.54
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CONNECTION EVALUATION
Laboratory Test Data

Keystone Unit: Compac III
Manufacturer: Tensar Normal Load Peak Connection 3/4" Connection
Geogrid Type: UX1500MSE (plf) (plf) (plf)
Laboratory: BCGT 1/6/2012 550 1417 688

1128 1906 912
Peak Connection Equation Fit 1686 2325 1115q

English Metric 1692 2463 1192
Intercept (plf) 952 13.89 1692 2250 1064
Slope1 40.2 40.2 2264 2683 1278
Break - Normal 1200 17.51 2807 3048 1382
Slope2 33.5 33.5 3385 3880 1747
Maximum (plf) 3412 49.80

3/4" Serviceability Equation Fit

Intercept (plf) 517 7.55
Slope1 19.0 19.0
Break - Normal 3385 49.40
Slope2 0.0 0.0
Maximum (plf) 1683 24.56
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CONNECTION EVALUATION
Laboratory Test Data

Keystone Unit: Compac III
Manufacturer: Tensar Normal Load Peak Connection 3/4" Connection
Geogrid Type: UX1600MSE (plf) (plf) (plf)
Laboratory: BCGT 1/6/2012 550 1899 814

1128 2160 1182
Peak Connection Equation Fit 1679 2491 1315q

English Metric 1686 2580 1244
Intercept (plf) 1223 17.85 1686 2525 1398
Slope1 38.4 38.4 2257 3048 1505
Break - Normal 3378 49.30 2835 3474 1800
Slope2 0.0 0.0 3378 4438 1761
Maximum (plf) 3900 56.92

3/4" Serviceability Equation Fit

Intercept (plf) 464 6.77
Slope1 32.2 32.2
Break - Normal 1000 14.59
Slope2 16.5 16.5
Maximum (plf) 1798 26.24
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